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 Volume
in l

Dimensions
in mm (l x w x h)

Can be
stacked

Total permitted 
weight in kg

Weight
in kg

SP 100 100 550 x 550 x 745 4 high 185 33
SP 240 240 730 x 730 x 975 3 high 370 79

Volume
in l

Dimensions
in mm (l x w x h)

Fill opening
Ø in mm

Can be 
stacked

Weight
in kg

SF 240 240 730 x 730 x 975 400 3 high 80

§  UN-APPROVALS
 1A2/Y/D/BAM 8821+22-BAUER

§  UN-APPROVALS
 1A2/Y/100/D/BAM 8832-BAUER

Finish: hot-dip galvanized

For the international transport of  
hazardous solids and paste-like  
substances according to ADR/RID and the 
IMDG code, packing groups II and III

�� construction made of 2 mm steel sheet

�� base frame, suitable for pick-up by pallet trucks  
or forklifts  

�� top frame with stacking corners and crane lifting eyes

�� removable lid with seal and fastenings,  
can be locked

SPECIAL WASTE CONTAINER TYPE SP

For the international transport of hazardous 
liquids according to ADR/RID and the IMDG 
code, packing groups II and III

�� base frame, suitable for pick-up by pallet trucks 
or forklifts 

�� top frame with stacking corners and crane lifting 
eyes 

�� dome cover

HAZARDOUS MATERIALS CONTAINER TYPE SF


