
107Finish: RAL 2000 RAL 3000 RAL 5012 RAL 6011 RAL 7005 hot-dip galvanized

No. of 
raised platforms/grids

Max. no. of
1000 litre IBCs

Dimensions 
(l x w x h) in mm

Retention capacity 
in l

Weight in kg
paint. / galv.

AWA 1000 1 / - 1 1460 x 1460 x 1090 1100 190 / 201
AWA 1000-2 2 / - 2 2650 x 1460 x   865 1140 282 / 296
AWA 1000-3 3 / - 3 3850 x 1460 x   780 1165 385 / 403
AWA 21 1 / 1 2 2650 x 1460 x   865 1140 272 / 291
AWA 31 1 / 2 3 3850 x 1460 x   780 1170 336 / 360
AWA 32 2 / 1 3 3850 x 1460 x   780 1170 362 / 387

 �  Accessories (see page 116)

SUMP TRAYS TYPE AWA 
Storage of max. 3 x 1000 litre containers 
(IBCs) or IBCs in combination with 60/200 
litre drums and/or canisters and small cans

 � construction made of 3 mm steel sheet

 � 100 mm ground leeway

 � with raised platform or

 � combination of raised platform and 
galvanized grid (load capacity 1000 kg/m²)

Type available

Type AWA/SW

 � with splash protection walls on 3 sides, made of 
galvanized steel sheet, height 1000 mm

Accessories (see page 116)

Individual construction on request 

AWA 31 + FP-2 AWA 21

AWA 1000 AWA 1000-2 + FP-2

AWA 1000-3

AWA 32/SW (with splash protection wall)


