SUMP TRAYS TYPE SERIES 2000

Storage of max. 4 x 200 litre drums or
200 | drums in combination with 60 litre
drums and/or canisters and small cans

construction made of 3 mm steel sheet
with/without galvanized grid

(load capacity 1000 kg/m?)
with/without supporting feet

(100 mm ground leeway)

Type available
Type .../SW

splash protection walls on 3 sides, made of
galvanized steel sheet, height 1000 mm

Accessories (see page 116)
Drum Supports type FA, galvanized

, = (lip-on Rotating Supports type RA for
2008 2010 rotating the drums, galvanized

(an Shelves type GR, galvanized

2018/SW (with splash protection walls)

[X0 every unit tested for leakage
[ flammable liquids, GHS categories 1-3
[T hazardous to aquatic environment, GHS categories 1- 4

Max. no. of Finish Grid Supporting feet Dimensions Retention capacity Weight in kg

200 litre drums 100 mm ground leeway (Ixwxh)inmm inl paint. / galv.
2000/2001 - painted / galvanized = v 800x 800 x 460 222 43/46
2002/2003 1 painted / galvanized 4 v 800x 800x 460 M 57/60
2008/2009 = painted / galvanized = 1200x 800 x 260 243 47/50
2010/2011 2 painted / galvanized v = 1200x 800 x 260 240 66/71
2016/2017 - painted / galvanized - v 1200x 800 360 243 48/53
2018/2019 2 painted / galvanized v v 1200x 800360 240 69/73
2026/2027 - painted / galvanized - - 1200 x 1200 x 185 259 57/63
2028/2029 4 painted / galvanized v - 1200x 1200 x 185 255 86/92

9 Finish: RAL 2000 RAL3000 |  RALSO2 | RALeomI RAL 7005 hot-dip galvanized



SUMP TRAYS TYPE SERIES 2000

2030

2032

Accessories (see page 116)

Max. no. of Finish Grid

200 litre drums
2030/2031 - painted / galvanized -
2032/2033 4 painted / galvanized v
2040/2041 = painted / galvanized =
2042/2043 4 painted / galvanized v
2048/2049 = painted / galvanized =
2050/2051 3 painted / galvanized v

Finish: RAL 2000 RAL000 |  RALsol2 | RALeom RAL 7005 hot-dip galvanized

Supporting feet
100 mm ground leeway
v

SEBY SAY

Dimensions
(Ixwxh)inmm
1200x 1200 x 285
1200 x 1200 x 285
2400x 800 250
2400x 800x 250
1800x 800x275
1800x 800x275

Retention capacity
inl
259
255
279
273
245
235

Weight in kg
paint. / galv.
59/ 65
81/ 86
70/ 75
124/132
58/ 62
86/ 90

95



