
48 Finish: RAL 2000

MB-ST MB-ST/T

For work at height such as storage and 
retrieval operations or stocktaking 

 � number of persons permitted: 1
 � fork sleeves with safety mechanism to prevent slipping
 � galvanized tool deposit
 � PPE anchor points (personal protective equipment)

Types available
MB-ST

 � two-hand control switch, flash light, cable retractor 
with 8 m cable, plug, socket and spare plug

 � picked up broadside by a forklift truck

MB-ST-L
 � like the MB-ST, but picked up lengthwise  

(narrow base)

MB-ST/T
 � similar to type MB-ST, but with circuit breaker 

for the door
 � all-round safety mesh

MB-ST/T-L
 � like the MB-ST/T but picked up lengthwise  

(narrow base)

Fork sleeve inside dimensions in mm

Dimensions
(l x w x h) in mm

Floor area
in mm

Total permitted
weight in kg

Weight in kg
paint. / galv. 

Fork sleeve inside dimensions in mm   
A B C

MB-ST 1040 x 1335 x 1990   800 x 1200 300 120 / 129 600 200 80
MB-ST-L 1300 x   930 x 1990 1200 x   800 300 125 / 135 160 200 80
MB-ST/T 1050 x 1415 x 1990   800 x 1200 300 137 / 148 600 200 80
MB-ST/T-L   960 x 1375 x 1990 1200 x   800 300 139 / 150 160 200 80

Dimensions
(l x w x h) in mm

Floor area
in mm

Total permitted
weight in kg

Weight in kg
paint. / galv.

Fork sleeve inside dimensions in mm   
A B C

MB-D 1040 x 1210 x 1990   800 x 1200 300 103 / 111 600 200 80
MB-D/L 1290 x   805 x 1990 1200 x   800 300 106 / 114 160 200 80

ACCESS SAFETY PLATFORMS TYPE MB-D

MB-D

Access Safety Platforms 
ensure safety for repairs and 
maintenance work 

 � sturdy construction made of square tube
 � number of persons permitted: 2
 � with automatic door latch
 � fork sleeves with safety mechanism to prevent 

slipping
 � galvanized tool deposit
 � PPE anchor points (personal protective equipment)
 � "DGUV" compliant (German Use of Work Equipment 

Directive) and approved by the German Association 
for Technical Inspection "TÜV")

Types available

MB-D
 � picked up broadside by a forklift truck 

MB-D/L
 � picked up lengthwise by a forklift truck  

(narrow base)

Accessories 
 � 2 swivel + 2 fixed polyamide castors Ø 180 mm, 

one swivel castor with brake  
– construction height 225 mm 

MB-D/L Valid for all types on this page:

PPE anchor point (personal protective equipment)

ACCESS SAFETY PLATFORMS TYPE MB-ST


