
32 Finish: RAL 2000 RAL 3000 RAL 5012 RAL 6011 RAL 7005 hot-dip galvanized

BBK

BBP with cones BBG with lid BBG 

CONTAINERS FOR BUILDING MATERIALS TYPE BBG / BBK / BBP
Indispensable for restoration, modernisa- 
tion and building work

 � can be stacked (3 high)

BBG
 � sturdy steel construction made of smooth steel 
sheet

BBK
 � sturdy construction made of smooth steel sheet

 � with drop down hinged door, easy to load using a 
wheelbarrow

 � cross beam strengthens bottom part of the drop 
down door

 � drop down door locked in closed position by a catch 
on each side

BBP
 � sturdy construction made of distortion-proof steel 

sheet

Accessories
 � galvanized lid, lockable

 � cones for emptying using Tilting Traverse type BBT 
(for BBP)

 � Tilting Traverse type BBT (for BBP, see page 33)

Volume 
approx. (m³)

Dimensions 
(l x w x h) in mm

Superimposed load 
in kg

Load capacity 
in kg

Weight in kg 
paint. / galv.

BBG 100 1,00 1500  x  1095  x  800 4500 1500 100  /  108

BBK 100 1,00 1490  x  1110  x  800 4500 1500 110  /  118

BBP 100 1,00 1575  x  1095  x  800 4500 1500  90  /   97

BBK BBK


