
132 Painted finish according to your choice from the RAL colour code chart

WALK-IN FIREPROOF CONTAINERS TYPE RCB
Walk-in, insulated container, for indoor or 
outdoor use; storage space or a workplace 
for dispensing/decanting. For flammable, 
oxidising or poisonous materials

 � fire resistant from inside and outside, class REI 90 
DIN 13501-2 compliant

 � sturdy steel frame construction with a sump tray 
and galvanized grids 

 � sump tray: material strength 5 mm
 � self-closing vents 
 � mechanical, self-closing T90 wing doors with panic 

lock on the long side (can also be fitted on the short 
side on request)

 � crane lifting eyes to facilitate loading/unloading and 
securing loads 

 � prepared for anchoring to the ground
 � potential equalisation 
 � fan for Ex Zone 2

Accessories
 � access ramp made of non-slip steel sheet
 � fan for Ex Zone 1 incl. exhaust air monitoring function 
 � doors with magnetic door holder and automatic door 

closer activated in the event of a fire 
 � siren/lamp
 � lighting 
 � Small Can Shelving, Drum Supports FA, galvanized

RCB 5 with Small Can Shelving and lighting

RCB 15 with the door on the short side

RCB 5 RCB 10-L RCB 15-L RCB 20-L
Storage space apx. in m2 5 10 15 20
Ext. dimensions (WxDxH) apx. in mm 
(not including any additional components 
such as a switch cabinet)

2480 x 2800 x 2650 4500 x 2880 x 2650 6820 x 2880 x 2650 9000 x 2880 x 2650

Int. dimensions (wxdxh) apx. in mm 2260 x 2250 x 2140 4280 x 2250 x 2140 6600 x 2250 x 2140 8780 x 2250 x 2140
Retention capacity in l 530 1080 1700 2250
Door located on - long side long side long side

 � every unit tested for leakage
 � flammable liquids, GHS categories 1 - 3
 � hazardous to aquatic environment, GHS categories 1 - 4


