
110 Finish: RAL 2000 RAL 3000 RAL 5012 RAL 6011 RAL 7005 hot-dip galvanized

Max. no. of
200 litre drums

Dimensions
(l x p x w) in mm

Retention capacity
in l

Weight in kg
paint. / galv.

FSP-1 1   755 x   755 x 1590 225 93 / 102
FSP-2 2   920 x 1410 x 1490 245 125 / 133
FSP-4 4 1410 x 1410 x 1435 275 160 / 180
FSP-1 D 1   760 x   760 x 1590 225 103 / 113
FSP-2 D 2   920 x 1410 x 1490 245 141 / 152
FSP-4 D 4 1410 x 1410 x 1435 275 190 / 212
FSP-1 G 1   760 x   760 x 1590 225 112 / 122
FSP-2 G 2   920 x 1410 x 1490 245 156 / 168
FSP-4 G 4 1410 x 1410 x 1435 275 204 / 224

DRUM STACKING PALLET TYPE FSP
Store, stack and transport drums using a 
pallet truck or forklift. For storage of max. 
4 x 200 litre drums or 200 l drums in combi- 
nation with 60 litre drums and/or canisters 
and small cans

	� construction made of 3 mm steel sheet

	� galvanized grid 
(load capacity 1000 kg/m²)

	� 100 mm ground leeway

	� stacking corners

	� can be stacked (3 high)

	� safety chain

Types available

FSP

	� open sides

FSP-G

	� splash protection wall on 3 sides

FSP-D

	� mesh sides and back plate

FSP-2 and FSP-2 G

FSP-2 G  

FSP-2 and Drum Lifter RS-I

FSP-1 FSP-4 D

	� every unit tested for leakage
	� flammable liquids, GHS categories 1 - 3
	� hazardous to aquatic environment, GHS categories 1 - 4


